
THE PROTEX® DIFFERENCE 

 
  

 
 

 

 
PROTEX®  PROBoard™ PROBoardMAX™  Hardboard / Masonite Protection "Rolls" Cardboard 

             

Product Type Sheet Sheet Sheet Sheet Rolls Sheet / Rolls 

Material Style Solid Solid Solid Solid Solid Flute / Hollow 

Vapor Permeable Yes Yes No No Yes Depends on type 

Water Proof No No Yes Not by Design No No 

Impact Resistance Medium High Very High Very High Medium Low 

Thickness 48 Mils 80 Mils 90 Mils 125 Mils  40 Mil (Average) 10 Mil (single layer)  

Dimensions* 4' x 8' 4' x 8' 4' x 8' 4' x 8' 38" x 50’ / 100' 4' x 8' 

Weight 5.25 lbs. 9.5 lbs. 10.5 lbs. 15 lbs. 50 lbs. 3.1 lbs. / Sheet 

Density 821 kg/m³  821 kg/m³  927 kg/m³  500 kg/m³ - 800 kg/m³  
3.3 kg/m³ - ~500 

kg/m³ 
30 kg/m³ - 90 kg/m³   

Cut Ability Knife Knife Knife Saw Knife Hand 

Abrasive No No No Yes No No 

LEED Compliant 
Yes (Up to 6 

Credits) 
Yes (Up to 6 

Credits) 
Yes (Up to 6 

Credits) 
Some Most (Up to 2 Credits) Some 

Recyclable 100% Recyclable 
100% 

Recyclable 
100% Recyclable Yes (Limited) Yes Yes (Most) 

Material 
Description 

100% FSC 
Recycled 
Materials 

100% FSC 
Recycled 
Materials 

100% FSC 
Recycled Materials 
& Recycled Plastic 

Exploded wood fibers 
(Most Virgin / Some 
Recycled that have 

been highly 
compressed.  

Recycled Paperboard  
Kraft Paper (Most 
Recycled / Some 

Virgin) 

MSDS Sheets No No No Yes No Yes (Most) 

Made In USA Yes Yes Yes Some Some Some 

 
* 4’ x 8’ size was used for product weight comparison purposes.   PROTEX®, PROBoard™ and PROBoardMAX™ are also available in 4’ x 4’ and 4’ x 6’ sheets.  


